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Reflect Pendants are a series of mirror-plated glass pendants in different geometric 
shapes suspended on rigid brass stems. The glass is mirrored using a unique process 
that produces an opaque mirror appearance when the light is off but allows light to 
pass through when on. Each shape has an open mouth at the bottom, the hole ground, 
and polished. The glass sits on a rest at the end of the stem and lifts to expose 
the socket for changing the bulb.

UL listed suitable for dry and damp locations (US & Canada)

Socket 120V E26 60W Max

LED bulb included

Requires recessed electrical box for installation

Standard canopy does NOT accommodate sloped ceilings or swagging of this light. 
Other canopy options are available at an additional cost. Visit the Accessories page on 
our website to see available canopy options and review compatibility

This fixture is compatible with one or more of SkLO customizable multi-pendant 
canopy systems. Visit the Accessories page on our website to see available systems 
and review compatibility

Specify overall drop length – Rigid brass tube stems are not field adjustable

Minimum overall drop lengths: 31"/790mm (LT370) 
    21"/530mm (LT371) 
    27"/690mm (LT372)

Lengths over the below available at additional cost: 
    56"/1420mm (LT370) 
    46"/1170mm (LT371)  
    52"/1320mm (LT372)

Fixture weight (approximate): 15lbs/7kg

All glass dimensions are approximate – handblown glass 
dimensions vary by nature and intent

Made in the Czech Republic

Reflect
PENDANT

LT370SLV [- -] Shape 1  Silver Mirror 
LT371SLV [- -] Shape 2  Silver Mirror 
LT372SLV [- -] Shape 3  Silver Mirror

Metal finishes  Dark Oxidized [DX] 
  Brushed Brass [BB] 
  Brushed Nickel [BN] 
  Polished Nickel [PN]

REFLECT PENDANT 
From left: shape 1, shape 2 and shape 3 in brushed brass metal finish

sklo.com/reflect


